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(5 7) Abstract: The invention relates to a gradual coating method (LBL-technology*) with poloyelectrolytes of micro particles and 
nanoparticles in aqueous gels and gelatinous media, whereby regularly occurring flocculation and coagulation problems, which arise 
as a result of high collision frequency (Brownian movement and/or hydrodynamic collision) amongst the particles to be coated and 
as a result of heterocoagulation with the coating material, can be avoided. The coating compositions are conveyed to the particles 
which are to be coated by diffusion or by means of external forces of an electric, magnetic, dielectrophoretic and hydrodynamic 
variety. According to the invention, the coated cores can be disintegrated or dispersed after coating while maintaining the integrity 
of the multi-layered shell. The coating products and/or the empty coating shells can be obtained once the gel has been broken and 
can be further processed. 
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Zur Erklarung der Zweibuchstaben-Codes und der anderen Ab- 
kurzungen wird auf die Erklarungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguidren Ausgabe der 
PCT-Gazette verwiesen. 



(57) Zusamraenfassung: Es wird ein Verfahren zur schrittweisen Beschichtung (LBL-techno1ogy») mit Polyelektroly ten von Mikro- 
und Nanopaitikeln in wiissrigen Gelen und gelartigen Medien beansprucht. Damit werden die regelmassig auftretenden Flokkula- 
tions- und Koagulationsprobleme vermieden, die durch die hohe Stossfrequcnz (Brown'sche Bewcgung und/odcr hydrodynamische 
Kollision) der zu beschichtenden Partikel unlereinander und durch die Heterokoagulation mit dem Beschichtungsmateria] hervorge- 
rufen werden. Der Transport der Beschichtungskomponenten zu den zu beschichtenden Partikeln kann durch Diffusion oder aussere 
Krafte elektrischer, magnetischer, dielektrophoretischer, hydrodynamischer Art erfolgen. Insbesondere wird beansprucht, dass die 
beschichteten Kerne nach der Beschichtung desintegriert oder aufgelost werden k5nnen unter Aufrechterhaltung der Integntat der 
MulUschichthulle. Die Beschichtungsprodukte und/oder die leeren Beschichtungshullen konnen nach Brechen des Geles gewonnen 
und weiter verarbeitet werden. 



